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SPECIFICATION

FRAME. The chassis frame is of unique design and incorporates a portion of the body flooring, forming an exceptionally rigid
structure which is further strengthened by three pressed steel cross members and one central cross tube.  The body
is rigidly attached to the chassis, and the two together form a double box-scetioned structure of ourstanding strength.
The track is 4 ft. 2in. and the wheelbase 8 ft. 4in.

ENGINE. The four-cylinder engine of the Morris Ten-Four has a bore of 63.5 mm. (2.5 in.), a stroke of 102 mm. (4.0in.) and a

cubic capacity of 1292 c.c. (78.84 cu. in.), Treasury rating 10 h.p., Tax [7 10s.: and the Morris Twelve-Four engine
has a bore of 69.5 mm. (2.73in.), a stroke of 102 mm. (4.01in.), and a cubic capacity of 1550 c.c. (94.59 cu. in.),
Treasury rating 11.9 h.p., Tax [g.
The cylinders are cast in one with the skirt of the crankcase, which is extended well below the crankshaft centre and
liberally reinforced with internal webs to provide a structure of great strength and rigidity. The crankshaft is of the
three-bearing type, with bearings of large diameter and generous length.  Every crankshaft is carefully balanced to
very close limits. The main bearings are die-cast white metal. The steel cannecting rods are equipped with white
metal big-end bearings of the full-ring type, and are individually balanced to a very high degree of accuracy. The
aluminium pistons are fitted with four rings, and the complete assemblies of rods and pistons are equalised in weight
to within .2 oz. (best aero engine practice). The side-by-side valves are operated by a large diamcter three-bearing
camshalt through adjustable tappets carried in removable guides. The cylinder head is detachable. The camshalt is
driven by duplex roller chain from the crankshaft. An important feature of the induction system is the A.C. air
cleaner and silencer, which also collects and consumes all fumes discharged from the crankcase breather, so that they
are prevented from finding their way into the car interior.

SYNCHROMESH The three-speed gearbox is provided with synchromesh mechanism for top and sccond gears. The gearbox is provided
GEARBOX. with an accessible filling origcc and dipstick oil level indicator and protected by a thick dustproof rubber cover.
LUBRICATION. A spur gear pump supplies oil under pressure to all main and big-end bearings, camshaft bearings and clutch. The

ail is filtered before recirculation by a generous tray type filter covering the full area of the sump.  Chassis lubrication
is by Enots high-pressure oilgun in conjunction with accessible nipples.

COOLING SYSTEM. The cooling water circulates by thermo-syphon action. It is passed from the cylinder head through carefully positioned
ports which ensure an even temperature distribution and absence of steam pockets. The radiator is fan assisted.

ELECTRICAL The distributor for the 12-volt coil and battery ignition is driven from the upper end of the diagonal oil pump drive
EQUIPMENT. shaft, and has fully automatic advance and retard. The large dynamo is belt driven and of the ventilated type with
three charge rates. The starter motor is of the sliding pinion type and located on the side of the gearbox. Full five-
lamp equipment is provided, including headlamps with dip and switch mechanism with single acting foot-operated
switch which dips the lights with one depression and raises them on the next depression.  All switches are accessibly
mounted on the instrument panel with the exception of the horn push and Trathcator switch, which are conveniently
mounted in the centre of the steering wheel. An easily controlled electric windscreen wiper mounted on the lower screen
rail ensures clear vision in bad weather. Twin bartteries are mounted below the front seats and are readily accessible.

CARBURATION. An 8.U. automatic piston-type carburerter with adequate control over mixture strength supplies the mixture. The
controls are conveniently situated on the facia board. The petrol feed is by a large 5.U. automatic electric pressure pump.
PETROL TANK. The petrol tank is mounted at the rear of the chassis and has a capacity of 7 gallons.  Its contents are clearly indicated

to the driver by an electrically-operated scale on the instrument panel.

TRANSMISSION. A clutch of the cushioned hub single-plate type with cork inserts in the driven plate, automatically fed with oil from
the crankcase, provides smooth engagement with the minimum of attention. A Spicer tubular propeller shaft, with
Spicer needle type universal joints at cach end, transmits the drive to the silent spiral bevel final reduction gears and
differential in the rear axle. The axle shafts arc of the three-quarter floating type.

THE FOUR-WHEEL Fully compensated four-wheel brakes of the internally expanding type, operated by the Lockheed hydraulic system,

BRAKES. ensure the maximum braking efficiency. Their certainty of action 1s maintained under all conditions as there are no
bearings to wear or need lubrication. The centrally disposed horizontal hand brake lever operates on the rear wheels
by independent mechanism, and is provided with instantancous adjustment from the driver's seat.

STEERING. The steering gear is of the Bishop cam type, providing extremely light and safe operation with accurate controllability.
‘The rubber mounted spring steering wheel reduces shocks on the driver to 8 minimum.

CONTROLS. The accelerator pedal is located on the extreme right, and the brake pedal and clutch pedal are positioned to provide
ample foot clearance. They are both mounted on the frame and isolated from engine vibrations.

SUSPENSION, Long semi-elliptic springs are fitted fore and aft and are controlled by Armstrong hydraulic shock absorbers with
special cald weather regulation. The spring cyes are provided with flanged non-squeak bushes to reduce side play.

WHEELS. Five detachable wire wheels fitted with 4.75—18 Dunlop low pressure tyres are provided. They are held in position

by six studs with nuts of the reversible type. The spare wheel is carried at the rear of the car and, in the case of the
Saloon, is sunk into the panelling.



VENTILATION.

Particular care has been taken to ensure adequate and draughtless ventilation, The windscreen has top hinges, is

infinitelv adjustable up to a wide angle, and is carcfully sloped to give maximum visibility with the minimum air
resistance. 'The front door-windows are of the extractor type providing a vertical opening behind the door pillar and
are fitted with louvres, Additional ventilation is provided by scuttle air scoop.

SEATING
ACCOMMODATION.
BUILT-IN
JACKING SYSTEM.
only when desired.

Generous seating accommodation is provided for four people within the wheelbase, ensuring the highest possible -
comfort, and there is room for a fifth person in the rear seat on emergency.

The Morris Ten-Four and ‘Twelve-Four Series 11 models are permanently fitted with Jackall hydraulic jacks, which
enable all four wheels to be lilted from the ground simultancously, or alternatively the front wheels or back wheels
They can be actuated without leaving the car and without effort or difficulty.

The Saloon models are provided with generous luggage accommodation behind the rear seat, access to which is achieved
by raising the hinged seat back, and a folding luggage grid is available at a small extra charge when required.  The

Coupé body has an exceprionally large inbuilt luggage container at the rear which can be loaded through a large weather-

LUGGAGE
ACCOMMODATION.

tight hinged cover, and has a folding luggage grid as standard.
GENERAL EQUIPMENT. ‘foughened TTriplex glass single-pane!

adjustable  windscreen | sun visor | winding  ventilating  doac-winduws |
Juckall pevmanent hydraulic mcks ;  steering wheel controls for direction
indicators and homn ; direction indicator warning light ; Lockheed hydraulic
four-wheel brakes; rubber-inserted pile carpers: pedal rubbers: gearbox
draught excluder ; pedal draught excluders ; large speedomieter with specinl
3o m.ph. marking; oil gauge; dashereoding electric petrol giuge : clock ;
ammeter 3 S.U. electnic pressure petrol pump ; clecirie windsereen wiper
with butten muuntng ; licence holder ; intersor driving mirror ;. coneealed
reur blind with remote contral ; art silk door pulls ;. private Jocks on doars ;
adjustable bucker type front sears | roof-lamp ; bumpiers frant and reer |
inbuily Jugynpe contminer 3 pressure chassis lubricating pamip . ashtray . high

CHASSIS

For the convenience of those who wish to have their cars fitted with
zpecinl coachwork to suit their individual requirements, Morns
Ten-Four and ‘I'welve-Four chassis are obtainable separately.  These
chassis are exceptionally well equipped and include such items as
wings, running-boards, headlamps, nstruments, spare wheel and
complete tool kit ; in shart, they are all ready for the coachwork.

Morris Ten-Four Chassis

General specificutions as ou page 10, The chassis equipment inchudes @ Steel
dush, instrument panel, clock, spredometer, electric petrol wuuge, splashees,
pedal rubbers, front wings, stays and rear wings (enamelled), headlamps
with Jipping mechansm, sidelumps, rear lamp with stop hehr, batteres,
front and rcur bumpers, front and rear number-plutes, oil wioce, anunezer,
electric hom, kit of tools, spare wheel and tyre, hvdraulic shock ahsorbers
fiont und rear, hydeuslic four-wheel picks, bonnet complete with fasteners,
running-boords.
Price (v Worky) £135
Morris Twelve-Four Chassis

General clasgs specifiecution cr on pege 10, “The chasos equipment includes ~—
Steel dash, unstrument  paoel, vlock, specdometer, cleciric petrol gauge,
splashers, pedal rubbers, frunt wings, stays and rear wings fenamelled),
headlamps with dipp ch. sidelamps, rear lamp with m\r Tump,
hattenes, front and rear humpers, front and rear number-plates, oil gauge,
anuncter, eleetric horm, kit of tools, spare wheel and tyre, hydraulic shock
whsorhers front ond rear, bydraulic fnur-wheel jacks, bunnet complete with
fusteners, running-boards,

Price (ex Works)

£140

Purciiasers of Muriis chassis are requested corefully to note paragraph 30JY of
Guarnutre . No vartation in the above ehassis rpecifications can be made.

SEATING DIMENSIONS

TEN-FOUR AND TWELVE-FOUR SPECIAL COUPES

TEN-FOUR AND TWELVE-FOUR SALOONS

’ VA—‘-:IR —

trequency electric horn ; electric lighting and starting ; rail and stop light;
headlamps with foot operated dip and switch mechanism | sidelainps ; wnition
warning hyght ; scuttle ventlstors ; hydraulic shovk ubsorbers with cold weather
release ; door pockets; five demachable Magna type wire wheels; 1ive Dunlop
cord tyres; spure wheel carrier ; 1yre pumnp ; kit of 1oo0is in locker,

Addirional Equipment on Sliding Head Saloons. Pytchley sliding head :
roughened Triplex glass door and quarer-light windows; meral spure wheel
cover,

Pyichley sliding head ;

Additional Equipment on Special Coupés.
s folding luggage god: meral spare

tauphened Triplex gliss door-winds
wheel cover,

GENERAL DATA

Number nf cylindees
Bore

Stroke .

Cubie capacity

RALC. ruting

Tax
Number of gears ... see
SE ratios First ..
Syachromesh m:}d
Reverse

Turning circle ™
Wheel sixe

Tyre size ...

Wheelbase ..

T'ruck

Petenl tank capacity
Engine oil eapacity e
Cearbiox ol capacity

Reas axle vl capaciry ..

‘Total waler cupacity

Morris Ten-Four

Four
2.5, {63z mm.)
4o1in. (102 mm |

TAKs culin (122 e0))

o
L7 10s.
Three and reverse
17.415
L
'

RO 4z i, LLH. 37 f1.
A0 by 18
37518

RIt, 4 (2.53m)
4 zin, (rarm)
7 calluns (32 lives)
t gullan 4.5 litees)
th pints (65 litee

2 pints (1.4 hties)

18 pnes (10,22 hitres)

Morris Twelve-Four
Four
2.73 in. (o5 mm.)
4ouin. (102 mm.)
G4.59 cu.in. (1550 r.c.)
108
Lo
Three and reverse

17.605
7R
4575

2248

RH. sz L 3710
3o0byi8
47518

Kft am. (234m)

4t 2 fyzzm)

7 wallons (32 litres)

1L oailons (5.1 litres)

1} pints (.62 hitres)
2 pints (1.1 litres)

20 pints (136 litres)
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The front eeats are provided with a range of adjustment of 8 inches and are shown midway In this range in the illustrations.
The legroom is therefore capuble of considerable sdjustment on elther side of the dimensions indicared.



