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THE MORRIS 5-cwt. VAN (Series “Z”) LUBRICATION CHART

APPLY GREASE GUN FILLED WITH INSPECT OIL. LEVEL AND INSPECT OIL LEVEL AND INSPECT OIL. LEVEL IN ENGINE USE GREASE GUN FILLED
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WIiTH DUCKHAM'S LAMINOID

SOFT GREASE AND GIVE 2
OR 4 STROKES

EVERY 10,000 MILES EVERY 500 MILES } EVERY 1000 MILES
EXAMINE FLUID LEVEL IN INSPECT FLUID LEVEL IN |
SHOCK ABSORBERS AND RE USE GREASE GUN AND BRAKE SUPPLY TANK, s | A 4
PLENISH WITH SPECIAL ARM | GIVE 3 OR 4 STRURES PLENISH WITH (OCKUEID N.O.L “E.P." TRANSMISSION
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NOTE:- IN CONSISTENTLY EXTREME COLD FROM 32° F. DOWN TO 0°* F. USE N.O.L. "TWENTY"ENG'NE OIL IN ENGINE.

IN CONSISTENTLY EXTREME COLD BELOW 0° F. USE N.O.L. "*TEN'" ENGINE OIL IN ENGINE,
IN CONSISTENTLY EXTREME COLD BELOW 20° F. USE N.O.L. “‘E.P." TRANSMISSION OIL| 80 IN GEARBOX, STEERING GEARBOX AND REAR AXLE.
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