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THE MORRIS TWENTY-FIVE (Series III)
LUBRICATION CHART
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EVERY 500 MIl ES EVERY 1000 MILES EVERY 1000 MILES EVERY 250 MILES EVERY 500 MILES
USE ENOTY 0111 GL INSPECT OIL LEVEL IN REAR INSPECT OIL LEVEL IN GEAR- INSPECT OIL LEVEL IN ENGINE
AND  GIVi |l OR Jr: AXLE AND REPLENISH WITH BOX AND REPLENISH WITH AND REPLENISH WITH MRk ENOTS CHUBUN
STRONKE ! MORRISOL ‘'SIRROM " (ReGD.) MORRISOL " SIRROM " (ReGD.) MORRISOL ** SIRROM " (ReGD.) AlE: OuE & DR 4
' BRAND XS-PRESS OIL BRAND SYNCHRO-GEAR OIL BRAND ENGINE OIL STROKES
AFTER FIRST 1000 MILES AFTER FIRST 1000 MILES AFTER FIRST 500 MILES
AND SUBSEQUENTLY AND SUBSEQUENTLY AND SUBSEQUENTLY
EVERY 5000 MILES EVERY 5000 MILES EVERY 1000 MILES
DRAIN OFF OLD OIL AND DRAIN OFF OLD OIL AND DRAIN OFF OLD OIL AND
REFILL WITH FRESH OIL REFILL WITH FRESH OIL REFILL WITH FRESH OIL
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EVERY 500 MILES

USE ENOTS OILGUN
AND GIVE 1 OR 4
STROKIL

EVERY 2000 MILES

WITHDRAW FILTER ELEMENT, WASH
THOROUGHLY [IN PETROL, DRY
AND REPLACE

EVERY 10,000 MILES

REMOVE FILTER ELEMENT AND
REPLACE WITH NEW ONE

EVERY 1000 MILES
ADD TWO DROPS OF THIN OIL TO
DISTRIBUTOR OILER
EVERY 3000 MILES
WITHDRAW DISTRIBUTOR ROTA-
TING ARM AND ADD FEW DROPS
OF THIN OIL_IN OPENING
REMOVE CONTACT BREAKER BASE
MOULDING AND LUBRICATE ADC-
VANCE MECHANISM WITH ENGINE
oL

EVERY 1000 MILES

INSPECT OIL LEVEL IN STEER-

ING GEARBOX AND REPLENISH

WITH MORRISOL ‘' SIRROM *

(REGD.) BRAND TRANSMISSION
oiL

EVERY 500 MILES

USE ENOTS OILGUN
AND GIVE 3 OR 4
STROKES

IN ENOTS OILGUN USE MORRISOL ‘“SIRROM™ (REGD.)

by MORRIS MOTORS LTD.

BRAND TRANSMISSION OIL
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