THE MORRIS OXFORD SIX LUBRICATION CHART

EVERY 500 MILES
USE ENOTS OJLGUN AND
GIVE 3 OR 4 5TROKES

EVERY 250 MILES

INSPECT QIL LEVEI IN ENGINE ANG

REPLEMISH IF NECESSARY WITH

MORRISOL “siRrROM ' (REGDN
BHAND ENGINE OlL

EVERY 1000 MILES

INEPECT DIL LEVEL AND REPLEniSH

IF NECESSARY WITH MORRISOL

YSIRROM " IREGD ) aBraAanD
SYNCHRO GEAR QIL

EVERY 1000 MILES

INSPECT OIL LEVEL AND

REPLENISM IF MNECESSARY

WITH DUCKHAM S KEENOL
K.06 AXLE OJL

AFTER FIRST 500 MILES
AND SURSEQUENTLY
EVERY 1000 MILES
DRAIN OFF OLD DIL AND
REFILL W|TH FRESH ©IL

AFTER FIRST 1000 MILES

AND SUESEGUENTLY

EVERY 5000 MILES

ORAIN OFF OLD DIL AND
REFILL WITH FRESH o)L

AFTER FIRST 500 MILLCS
AND SUBSEQUENTLY

EVERY 10,000 MILES

DRAIN OFF OLD OIL AND
REFILL WITH FRESH OiL

EVERY 500 MILES

USE ENOTS OILGUN AND
GIVE 3 OR 4 STROKES
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EVERY 2000 MILES

WITHORAW FILTER ELEMENT. WASH
THORQUGHLY IN PETROL & REPLACE

EVERY 10,000 MILES

SEMOVE SUCTION PIPE FROM BENDIX

AUTO CLUTCH CONTROL CYLINMUTR
EVERY 10,00 MILES AND ADD & TEASPOONFUL OF GOOO

FEMOVE FILTER ELEMENT AND AE- QUALITY TMIN QI THROUGH TME
PLACE WITH NEW DNE VALVE PORT

EverRY 1000 MiLEs EVERY 1000 MILES
INSPECT LEVEL IN  sTEERING REMOVE WHEELS, FILL
GEARBOX AND REPLENISH wiTH CENTRES SPARINGLY WITH
MORRISOL "' SINROM * |REGH,) DUCKHAM'S ADCOL H.B.8.
BRAND TRANSMIssION O GREASE ANO REPLACE

_—_——'\
IN ENOTS OILGUN USE MORRISOL “SIRROM” (REGD) BRAND TRANSMISSION OIL

EVERY 500 MILES

USE ENOTS QILGUN AND
GIVE 3 OR 4 STROKES

EVERY 500 MILES

USE ENOTS OILGUN AND
GIVE 3 OR 4 STROKES
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